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STS-1000 Quick Start Guide with WAP 
 

Step 1: Identify Parts 
 
1.1 POE Injector – It has two Ethernet jacks  
1.1.1 Input – connects to Laptop or Boat network 
1.1.2 Output – connects to STS Ethernet jack 
1.2 STS 
1.2.1 Antenna jack – N Male fitting 
1.2.2 Ethernet jack – from POE Injector output 
1.3 Power cable for POE 
 
Step 2: Make Physical Connections 
 
2.1 Connect the Output of the POE injector to STS 
2.2 Connect the WiFi antenna to STS 
2.3 Connect the Input of the POE injector to Laptop 
2.4 Connect the Power cable to POE Injector 
 
Step 3: Sign in to the STS 
 
3.1 Open web browser (Internet Explorer) 
3.2 In the browser address bar, enter http://192.168.15.3 and view the status page 
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Step 4: Perform a Site Survey of shore transmitters  
 
4.1 Click on Wireless, then Site Survey 

 
 
4.2 Click on Refresh  
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Step 5: Select the preferred transmitter  
 
5.1 It is best to select the transmitter with highest Signal value 
5.2 Click the radio button next to transmitter you want to connect to 
5.3 Click Connect at the bottom 

 
 
5.4 Click OK to acknowledge successful connection 
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5.5 Click Apply Changes then Apply Modifications to complete the connection.  This will take 40-70 seconds 
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Step 6: OPTIONAL: Configure STS for shore-based Enc ryption 
 
6.1 NOTE: Some marinas and residences configure their transmitters with Encryption (WEP, WPA, etc) to allow only 
users who are given the Encryption Key.  You will need the correct, case-sensitive key from the marina operator or owner 
of the transmitter. 
6.2 Click on Wireless then Security 
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6.3 Choose the Encryption type from the drop-down list and then click Configure WEP 
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6.4 A new window will open, then enter the Key on Line 1 and click Save 

 
 
6.5 Click Apply Changes and Apply Modifications and wait 40-70 seconds 
6.6 NOTE: If you change to another transmitter which does NOT have Encryption, be sure to change back to Encryption 
type of None (instead of WEP, etc) 
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Step 7: Verify Shore Address and Use the Internet 
7.1 Click on Status and scroll down to verify the WAN Configuration IP Address is not all zeroes (0) 

 
7.2 Open your web browser (Internet Explorer, Opera, Netscape, etc) 
7.3 Browse the website of your choice 
 



Page 9 of 11 

Step 8: TCP/IP Network notes 
 
8.1 The IP address of the pre-configured unit is http://192.168.15.3.  It may be changed by clicking on TCP/IP then LAN.  
It is NOT recommended to be changed unless you have a thorough understanding of PC networking. 
8.2 The device will issue DHCP client addresses from 192.168.15.100 to .200.  
 
Step 9: Getting Help 
 
Please contact ITech Marine at (239) 398 3910 or visit www.ItechMarine.com for latest instructions, updates, etc. 
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Step 10: Administering the Internal Wireless Access  Point (WAP) 
10.1 The WAP comes configured initially with an SSID of STSAP 
10.2 The WAP comes configured initially with an IP address of 192.168.15.2 
10.3 To change the SSID 
 Use your laptop to join the STSAP network – it has no encryption by default 
 Launch a web browser (Internet Explorer,etc) and go to http://192.168.15.2 
 Default username is empty/none, default password is empty/none 
 Click Wireless then Basic Settings 

  
 Enter your desired network name in the SSID field 
 
10.4 To change/add security 
 Click Wireless then Security 
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 Choose your desired type of security then set the key – if choosing WEP, you may enter it on the popup screen. 

  
 
10.5 To change the IP address 
 Click TCPIP settings then LAN Interface 

  
 Enter your desired address and click Apply Changes 


